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TIG TORCHES

PROTIGNGS &IIIS

PROTIG NGS Y IlIS, gama de antorchas Premium para aplicaciones TIG,
disenadas para uso industrial. Ambos modelos, PROTIG NG S - Empunadura
ergonémica (EBJ, Y PROTIG IIIS - empufadura cilindrica (RL), se adaptan
perfectamente a las diferentes necesidades del soldador. La flexibilidad, la
comodidad y la personalizacion de los ajustes de soldadura aumentan el
rendimiento y los consumibles de diseno exclusivo garantizan una vida util
mas larga.

La gama PROTIG se fabrica siguiendo altos estandares de calidad e incluye 4
versiones refrigeradas por aire y 3 refrigeradas por agua.

VENTAJAS

Empunadura en bicomponente (caucho) para un mejor agarre, Componentes
de alta calidad, Robustez mejorada, Cables de alta flexibilidad con terminal en
cuero, madulos de control opcionales

APLICACIONES

« Fabricacion + Generacion de Energia
«+ Construccion + Mantenimiento






OPTIONS ON PROTIG NG S

Adjustable heads

As an option, adjustable

torch bodies are available,
designed to make welding

in limited access locations
easier with a choice of 2 heads,

small and large which are mounted
on air cooled or water cooled bodies.

Choose one body and one head to get a complete torch.

- Air cooled body (10/20) W000279381
- Water cooled body (10W)  W000279382
- Head PROTIG NG 10/10W = W000279383
- Head PROTIG NG 20 W000279384

Choose your module & your plug kit for Protig NG S

Modular system:

Standard delivery for EB all torches is a single button module.
Other control module formats are available to order.

Single button delivery

Other buttons

Horizontal Vertical 3 buttons Blad
potmeter potmeter module aoe
W000279370 W000279246 WP10529-2 W000279245
(4.7 Kohm) (4.7 Kohm]
WP10529-3 WP10529-4
(10 Kohm] (10 Kohm]

A Plug kits are needed in addition to the button modules:
see below table

Button L] ( - [ | :
modules or or ; or or :
Reference WP10529-2 W000279246 W000279370 \W000279246 \W000279370 \W000279246 W000279370 WP10529-4 WP10529-3
(4.7 Kohm) (4.7 Kohm) (4.7 Kahm) (4.7 Kohm) [4.7 Kohm) (4.7 Kohm) (10 Kohm) (10 Kohm)
- No plug kit needed
- Torch is connected 6’ & & p— :
Plug kit to the machine J WE AN
through the (5B
plug 5 pins) \9 g
WP10529-6 WP10529-7 WP10529-8 WP10529-9
- Invertec - All Lincoln machines
220/300/400 TPX - Prestotig 210 DC TR
- Aspect 200/300 - Prestotig 310 DC - Prestotig 210 AC/DC - Saxotech 170/220 . Prestr(J)ti 315/475 DC
Work with | - Prestotig 315/415 DC | - Prestotig 410 DC - Prestotig 250 AC/DC - Saxotig 160 AC/DC . Prestotig 315 AC/DC
- Prestotig 315 AC/DC | - Prestotig 240 AC/DC - Prestotig 350 AC/DC - Prestotig 180/220 Pro restotis
o ; - Citotig 315/415 DC
- Citotig 315/415 DC - Prestotig 310 AC/DC - Citotiz 315 AC/DC
- Citotig 315 AC/DC g

The above modules work only with the PROTIG NG S torches (EB handle).
Remark for users of Prestotig/Citotig Il DC, 240/310 AC/DC & 350W in water cooled configuration:
plug kit p/n WP10529-5 must be adopted while using TIG torches with single button.




WEAR PARTS

PROTIG 10 / 10W

Long Nozzle Collet body m
W000306456 all diameters 71.0 | W000306236

P 4.8
@ 6.4 | W000306457 W0003062051() @16 | W0003062371
8.0 | W000306458 — 72.0 | W000306238
9.6 | W000306459 Sealing ring @24 | W0003062395)
0003062100 @25 | \W000265659
m @32 | W000306240
Back cap
[ voze | -GS i
W000306220
7 6.4 | W000306269
8.0 | W000306270
79.6
712.8

W0003062710)
W0003062729 = — e - |+ medium
W000306221

000306284 Gas Lens Back cap Back cap
000306285 filter 0-ring long

W000306286 W000306218 W00030622911) W00030622201)

Gas Lens
collet body [1) Standard on all our models
[2) Standard on only PROTIG 10 (NG-IIl)

Gas Lens
nozzle

712.8

000306213 (3) Standard on only PROTIG 10W (NG-IIl)
Gas lens, for welding where access is difficult. Nozzles : choice of diameter
The gas lens collet body is supplied with a filter and a sealing ring. Welding current (A) | 70 | 90 | 120 | 200
The ring and the filter are supplied on their own. Diameter (mml | 6 | 8 | 10 | 2

Wear part box PROTIG 10 / 10W for convenient storage

A complete kit for all applications.
The kit includes electrode collets, nozzles, back caps and collet body. Extension cables

Extenders have a length of 15 m. They are
equipped with power connectors, C5B plug (5 pins)

W000306441 and «banana» plugs. The connection is protected
by a leather envelope with Velcro® fastener.

SHORT BACK CAP M8
MEDIUM BACK CAP M8 0 orde
LONG BACK CAP M8 EXTENSION AIR 15M W000306135
e O DRI EXTENSION WATER15M | W000306136
1.0 mm
1.6 mm
COLLET [ o
PROTIGI0 =M
24 mm
3.2mm
64mm
sToNozzLE  [—o0mM
9.6 mm
12.8 mm




WEAR PARTS

Collet body B Collet |
all diameters 1.0 | W000306241

W000306206(! 7#1.6 | W000306242
[ Nozzle | 020 | Wo003062430 -
6.4 | W000306273 Sealing ring 724 | W000306244 asfmftap
7 8.0 | W000306274 W0003062110) #3.2 | WO000306245
W000306223
7 9.6 | W00030627501)
7 12.8| W000306276

I —em=a- | Wi~
}!===|{
owr e O - DG | o —

$12.8| W000306289
£15.7 | W000306290
Gas Lens 0-ring long
collet body W0003062300) W0003062240)
W000306214
long nozzle
@80 | W000306467
$9.6 | W000306468 filter sealing ring
@11.2 | W000306469 W000306219 W000306216
712.8 | W000306470

o

N

(1) Standard

Gas lens, for welding where access is difficult. Nozzles : choice of diameter
The gas lens collet body is supplied with a filter and a sealing ring. Welding current (A} | 70 | 90 | 120 | 200 | 350
The ring or the filter are supplied on their own. Diameter [mm) | 6 | g | 10 | D | 5

Wear part box PROTIG 20 for convenient storage

A complete kit for all applications.
The kit includes electrode collets, nozzles, back caps and collet body.

To order W000306442

SHORT BACK CAP M10
LONG BACK CAP M10
COLLET BODY PRQOTIG 20

1.0 mm
1.6 mm
2.0 mm
24 mm
3.2mm
6.4 mm
8.0 mm
9.6 mm
12.8 mm

COLLET
PROTIG 20

STD NOZZLE

Extension cables
are available for all torch
model in the brochure




WEAR PARTS

PROTIG 30

@ 6.4 | W000306277 Collet body
8.0 | W000306278 all diameters 71.0 | W000306246
9.6 | W000306279 W0003062070) @16 | W000306247

12.8 | W000306280(!
#15.7 | 000306281

Long Nozzle

7 6.4 | W000306462
7 8.0 | W000306463
7 9.6 | W000306464

020 | Wooo306248 —
Sealing ring 24 | W0003062490) E

W0003062111) 725 | W000306261
| W000306223
732 | W000306250
4.0 | W000306251
#11.2 | W000306465 ]

— e —
|
nozzle
P80 | Wooosoeze7 m Cﬂu m B {] _
9.6 | W000306288
m 0-ring long
collet body

12.8| W000306289
\W0003062300! W000306224()

#15.7 | W000306290

Gas Lens W000306214
long nozzle
8.0 | W000306467 Gas Lens Gas lens
79.6 | W000306468 filter sealing ring
7112 | W000306469 W000306219 000306216
#12.8| WO000306470

(1) Standard

Gas lens, for welding where access is difficult. Nozzles : choice of diameter
The gas lens collet body is supplied with a filter and a sealing ring. Welding current (A} | 70 | 90 | 120 | 200 | 350
The ring or the filter are supplied on their own. Diameter [mm) | 6 | 8 | 10 | D | 5

Wear part box PROTIG 30 for convenient storage

A complete kit for all applications.
The kit includes electrode collets, nozzles, back caps and collet body.

SHORT BACK CAP M10
LONG BACK CAP M10
COLLET BODY PRQOTIG 30
1.0 mm
1.6 mm
COLLET | 20mm
PROTIG 30 24 mm
32mm
4.0 mm
6.4 mm
8.0 mm
STD NOZZLE 9.6 mm
12.8 mm
15.7mm

Extension cables
are available for all torch
model in the brochure




WEAR PARTS

PROTIG 35W / 40

8.0 | W000306278 W000306208()
9.6 | W000306279
712.8| W000306280() = 2121
@157 | W0003062815) m 000306
Long Nozzle @_ _
W000306462
W000306463 m
W000306464 Collet body

heavy duty*

=2
o

2
o

=2
e
~

=2
@
o

=2
=
o

#11.2 | W000306465

W000306201
Gas Lens
nozzle
780 | W000306287

096 | W000306288

12.8 | W000306289

$15.7| W000306290 [ﬂ] m H]
Gas Lens
long nozzle

8.0 | W000306467

096 | W000306468 Gas Lens Gas Lens Gas lens
g1.2 | W000306469 filter collet body sealing ring

£12.8 | W000306470 W000306219 W000306215 W000306217

Gas lens, for welding where access is difficult.

The gas lens collet body is supplied with a filter and a sealing ring.
The ring or the filter are supplied on their own.

1.0 | W000306252
7#1.6 | W000306253

#2.0 | W000306254 Back
@24 | W0003062552 as:m:ta ¢
W0003062560)

32
g e — W000306225
74.0 | W000306257

748 | W000306258

ﬂ,{;_

Back cap Back cap
0-ring long

\W000306231() \W000306226(!

[1) Standard on all our models
[2) Standard on only PROTIG 40 (NG-I1))
(3) Standard on only PROTIG 35W (NG-I11)

* For the collet body « heavy duty », use the gas lens nozzles or the gas
lens long nozzles

Nozzles : choice of diameter

Welding current (A) | 70 | 90 | 120 | 200 | 350

Diameter (mm) | 6 | 8 | 10 | 12 | 15

Wear part box PROTIG 35W / 40 for convenient storage

A complete kit for all applications.
The kit includes electrode collets, nozzles, back caps and collet body.

To order W000306444

SHORT BACK CAP PROTIG 40

LONG BACK CAP PROTIG 40

BACK CAP 0-RING (X 2)

COLLET BODY

1.6 mm

COLLET

PROTIG 40 z4mm

4.0 mm

2.0 mm

3.2mm

8.0 mm

15.7. mm

Extension cables
are available for all torch
model in the brochure

6.4 mm

STD NOZZLE 9.6 mm
12.8 mm

i




WEAR PARTS

PROTIG 40W

[ insulating nut JR Sealing rng B ot |
short

W00030645201) W000142664() @24 | W000306262
@32 | W0003062630) W000306227
| Nozzle | Ol
?11.0 | W000306282 distributor 048 | W000306265
©14.0| W0003062831) T

Q- Sl ——

e

Collet body Back cap
all diameters long
W0003062000) W0001676731) W0003062320) 00030622801

. ] (1) Standard
Nozzles : choice of diameter

Welding current (A) | 200 | 450

Diameter (mm) | il | 14

L]
Wear part box PROTIG 40W for convenient storage
A complete kit for all applications.
The kit includes electrode collets,
noletles,lrt]JCaSk iZ;seacn[JOcoellzz bet);y‘ 000306445
SHORT BACK CAP P40W
LONG BACK CAP P40W

24mm
COLLET 32mm
. P40wW 4.0mm
Extension cables T
are available for all torch BACK CAP O-RING P40W
model in the brochure ELASTIC RING P4OW

COLLET BODY P40W
NOZZLE SEALS (X 2)
WATER DISTRIBUTOR P40W
INSULATING NUT P40W
11.0 mm
14.0 mm

NOZZLE

10



ISO 6848 - EN 26848

TUNGSTEN ELECTRODES

A complete range of tungsten electrodes:

M Pure tungsten, Product advantages :
[} Tungsten + cerium1 » Very high life cycle

o Very stable arc

o Perfect arc ignition
M Tungsten + rare earths . « Tip longevity

B Tungsten + lanthanum,

Choice criteria

Thermal
ez 5t99| & stahlllty Lasting | /ocictance
Stainless steel

WP - Pure tungsten
W(Ce 20 - Cerium 2%

CAUTION:
WLa 20 - Lanthanum 2%
e before use, carefully read and understand the
WS 2 - Rare earths” 2% safety datasheet available on our websites

* %% Excellent - * % Good - * Average

(1] Rare earths = any of the abundant metallic elements, including scandium (atomic number 21), yttrium (39),
and the 15 elements from 57 to 71 (lanthanide series include lanthanum and cerium] in the Mendeleyev classification.

m Nertal La 20 Nertal Ce 20
|_150mm length |

m

10 503710250 16 503710651 10 503710530
16 503710251 20 503710652 16 503710531
; eons 20 S03710252 24 503710653 20 S03710533
_ Highest lifetime, 24 503710506 32 503710655 24 503710534
Higher current density, 25 503710268 40 503710656 32 503710537
Less grinding, Faster starts 32 503710507 48 W000381291 40 503710538
and better arc stability 40 503710254 48 503710539
48 503710510
60 S03710256

- Cerium 2%
Steel and stainless steel [grey tip]

WLa 20 - Lanthanum 2%
Light alloy [using AC current], steel and

WP - Pure tungsten
Light alloy [green tip]
stainless steel (using DC current] [blue tip)

75 mm length | 150 mm length | 175 mm length

150 mm Iength 175 mm length

| 150 mm length | 175 mm length
To order

1.0 W000010009 1.0 W000010022

16 W000010010 W000010375 10 W00001T144 | W000010373 ] 16 W000010023 W000335153
2.0 W000010011 W000010376 16 W000011145 W000010016 W000010385 2.0 W000010024 W000010381
24 W000010012 W000010377 2.0 - W000010017 W000010386 24 W000010025 W000335154
3.0 W000010013 - 24 W000011146 | W000010018 | W000010387 3.0 W000010026 -

32 W000010014 W000010378 30 . W000010019 . 32 W000335150 W000335157
4.0 W000010015 W000335152 32 - W000010020 W000010388 4.0 W000010028 W000335155

4.0 o W000010021 W000010389

WS 2 - Rare earths 2%
Light alloy (using AC current], steel and
stainless steel [using DC current] [turquoise tip)

175 mm length

1.0 W000335166 1.0 W000402632
1.6 W000335167 1.6 W000402663
2.0 W000335168 2.0 W000402664
24 W000335169 24 W000402665
3.0 W000335170 3.0 W000402666
3.2 W000335171 3.2 W000402667
4.0 W000335172 4.0 W000402668




BEING PRESENT LOCALLY
MAKES US MORE AWARE GLOBALLY

YEARS OF EXPERIENCE
GLOBALR&D TEAM

INETHERLANDS
UNITED KINGDOM
# POLAND

| CANADA % FRANCE 1] RUSSIA
GERMANY.

>89 UNITED STATES N : 3
o | ITALY 6

SOLUTION
CENTERS

EMPLOYEES WORLDWIDE

/ Global Headquarters
Solution Centers

“onsumables, and cutting equipment. Our challenge is to meet
- for information or advice about their use of our products.
omers and the knowledge they may have concerning the
ngineering requirements for the particular weldment.
or advice. Moreover, the provision of such information
1 e from the information or advice, including any

ithin the control of, and remains the sole
of fabrication methods and service

ﬁt.gny updated information.

www.lincolnelectriceurope.com
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